dekofloor

Make yourself comfort

STRAT RESISTENT CU PROTECTIE UV*
CTOMKAS 3ALLUTA OT Yd BO3OENCTBUSA*

*In exterior, se recomanda instalarea in zone ferite de razele directe
ale soarelui. / CHapyu peKOMeHAyeTCA yCTaHaBNMBaTh B MECTaXx,
3aLNLLEHHbIX OT NPAMbIX CONHEYHbIX NyYe.

STRAT TRANSPARENT REZISTENT LA UZURA
N3HOCOCTOMKMI NPO3PAYHBII CIION

STRAT DE FILM HD DECORATIV
CJ1I0M IEKOPATMBHOW MJIEHKN HD

SPC (Stone Polymer Composite Core)
BAZA COMPUSA DIN POLIMER DE PIATRA

KAMEHHO MOJIMMEPHAA KOMMNO3UTHAA
OCHOBA

Fisa tehnica
TexHu4eckui nacnopT

CANADA DREAM collecti
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Caracteristici / XapakTepuctukm

Dimensiune / Paamep

Fisa tehnica
TexHnyeckun nacnopT

Standarde / CtangapThbl (En)

QDA CANADA DREAM

collection

Rezultat / Pesynbtat (En)

1525mm * 229 mm

Grosime totala / O6was TonwmHa

5.0 mm

Grosimea stratului de uzura
TonwuHa cnos nsHoca

0.5 mm

Rezistenta la exfoliere
MpoYHOCTB Ha OTCNauBaHue

EN431

260N

Stabilitate dimensionala «ups expunereaa caidurs)
CTabUIbHOCTb PAa3MEPOB (rocre sosgeiicrams renna)

EN434

X Direction<0.1% (80°C/6H)
Y Direction<0.1% ( 80C /6H)

Deformare dupa expunerea la caldura
CkpyuvBaHue nocse BO3AeNCTBUSA Tenna

Refer to ISO 23999:2008

<1.0mm (80°C/6H)

Rectangularitatea placilor
MpsIMOYrofibHOCTb MaHoK

ISO 24342:2007

X Direction: 0.00mm~+0.03mm
Y Direction: 0.00mm~+0.05mm

Rezistenta prin amprentare
BMSATUHBI Npy BAABNMBaHWE

ISO 24343-1:2007

<0.1mm

Testul scaunului rotativ cu roti

McnbiTaHue ¢ NnpUMeHeHneM Kpecna
Ha KoJiecukax

EN 425

Typ W 25000 cicluri (lipsa deteriorari ale
stratului de uzura, lipsa stratificare)

Rezistenta culorii la lumina
YCcTONYMBOCTb K BO3/IEMCTBUIO CBETa

ISO 105- B02:2014; Method 3

Conform standard 6 Test bluewool: 6

Test la tigara aprinsa
TecT Ha ropsilLyto curapeTy

EN 1399:1997 Method B

Punctaj 5: fara deteriorari vizibile

Rezistenta la substante chimice
CTOMKOCTb K XMUKaTaM

ISO 26987:2008

Index O: fara schimbari

Rezistenta la alunecare
ConpoTUBEHNE CKOJIbXXEHUIO

DIN 51130
EN 13893

R10
DS

Rezistenta la uzura
MN3HococToMKOCTb

EN 660-2

Group: T

Reactia la foc
Peakuus Ha OroHb

EN 14041:2004/AC: 2006
EN 13501-1:2007+A1:2009

Bfl-s1; NFPA CLASS B

Clasa de utilizare
Knacc ucnonb3oBaHus

EN ISO 10582

23 (uz REZIDENTIAL) 33 (uz COMERCIAL)

Test de performanta a izolatiei fonice
MpoBepka 3ByKOM30NALMUU

Metoda de montare
Crnoco6 MoHTaxa

ASTM E 492-04 ASTM E 989-06
ASTM E 90-09 ASTM E 413-10

N/A

Click: strong 5G i

EMISSIONS DANS LAIR INTERIEU]

FIAL

STRONG CLICK

5G!
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